## Digitex DSE

<table>
<thead>
<tr>
<th>Model</th>
<th>Power (W)</th>
<th>Sound Output</th>
<th>No. of Horns</th>
<th>Configuration</th>
<th>No. of Amplifiers</th>
<th>Batteries</th>
</tr>
</thead>
<tbody>
<tr>
<td>DSE-300S</td>
<td>300</td>
<td>103dB (A) @30m</td>
<td>2</td>
<td></td>
<td>1 x 300W</td>
<td>2 x 12V 33Ah</td>
</tr>
<tr>
<td>DSE0600S</td>
<td>600</td>
<td>109dB (A) @30m</td>
<td>4</td>
<td></td>
<td>2 x 300W</td>
<td></td>
</tr>
<tr>
<td>DSE-900S</td>
<td>900</td>
<td>112dB (A) @30m</td>
<td>6</td>
<td></td>
<td>3 x 300W</td>
<td>2 x 12V 44Ah</td>
</tr>
<tr>
<td>DSE-1200S</td>
<td>1200</td>
<td>115dB (A) @30m</td>
<td>8</td>
<td></td>
<td>4 x 300W</td>
<td>2x65Ah</td>
</tr>
<tr>
<td>DSE-1800S</td>
<td>1800</td>
<td>118dB (A) @30m</td>
<td>12</td>
<td></td>
<td>6 x 300W</td>
<td></td>
</tr>
<tr>
<td>DSE-2400S</td>
<td>2400</td>
<td>121dB (A) @30m</td>
<td>16</td>
<td></td>
<td>8 x 300W</td>
<td>2 x 80Ah</td>
</tr>
<tr>
<td>DSE-3000S</td>
<td>3000</td>
<td>123dB (A) @30m</td>
<td>20</td>
<td></td>
<td>10 x 300W</td>
<td>2 x 120Ah</td>
</tr>
</tbody>
</table>

### Pole & Footing
- 6m high pole
- Standard area footing (Confirm your area's requirements)

### Cable Set for Mast & Pole
- Multi-core
- Offlex PVC cable 1.5mm² x 16m
- DSE300: 4 core + E
- DSE600: 9 core + E
- DSE900: 17 core + E
- DSE1200: 24 core + E
- DSE1800: 30 core + E

### Push-Button Set
- Interface allowing activation of tones
- Can be mounted on controller or wired remotely

### Solar Panel Kit
- 2x 135W 12V panels
- Includes mounting kit with tilt frame
- 24V Solar regulator
- 2 pole DC MCB and solar connectors
(Confirm your area's requirements)

### Long Life Batteries
- 10 year life
- Float charge
- 2 discharge cycles per year
- Max 500 cycle life
- Two per DSE
See above

### SMS Status Monitoring
- Provides SMS notification of system and alarm status
- Up to 5 recipients can be selected
- Only one SMS module is required if the base unit is being controlled by a Master Controller